
 

 

 92 N Main St, Building 18, Unit A                                                                                                                             
 Windsor, NJ 08561 
 www.emcomsys.com 
 

EM132 RINGER 
 
Instructions 

  The EM132 is a loud, highly efficient, highly rugged, telephone line ringer. The EM132 consists of a ringer housing 
portion designated the EM132-1 and a back mounting box designated EM132-2. Four captive, #6 spanner bit screws 
secure the ringer housing to the back mounting box. A gasket is provided to seal between the ringer housing and the 
back mounting box. Attached drawing 947212 provides the mounting location dimensions for the back mounting box. 
The back mounting box may be oriented in any direction, but the ringer housing must always be mounted to the back 
mounting box in a direction that prevents moisture from entering the louvered openings. Particular care must be taken 
to seal the wiring entry of the back mounting box if the entry is not oriented to the bottom of the installation. 
 
The connection to the ringer is either through a telephone tip/ring pair connected through the RJ11 connector on the 
ringer circuit board, to the alternative 2 position terminal strip. There is no polarity orientation required for the 
connection. 
 

Compliance Information for Customers 
 

This equipment complies with 47 CRF, Part 68 of the FCC rules. On the bottom of this equipment is a label that 
contains, among other information, the certification number and Ringer Equivalence Number (REN) for this equipment. 
If requested, this information must be provided to the telephone company. 
 

The REN is used to determine the number of devise that may be connected to a telephone line. Excessive RENs on a 
telephone line may result in the devices not ringing in response to an incoming call. In most, but not all areas, the sum 
of RENs should not exceed five (5.0). To be certain of the number of devices that may be connected to a long, as 
determined by the total RENs, contact the local telephone company. 
 

This equipment is provided with a USOC RJ11 jack and may be connected to the telephone network or premises 
wiring using a compatible modular cord that is Part 68 complaint. See installation instructions for details. 
 

If the telephone ringer causes harm to the telephone network, the telephone company will notify you in advance that 
temporary discontinuance of service may be required. But if advance notice is not practical, the telephone company 
will notify the customer as soon as possible. Also, you will be advised of your right to file a complaint with the FCC if 
you believe it is necessary. 

The telephone company may make changes in its facilities, equipment, operations, or procedures that could affect the 
operation of the equipment. If any of these changes occur, the telephone company will provide advance notice in 
order for you to make necessary modifications to maintain uninterrupted voice. 

This telephone equipment contains no user repairable parts. Any attempt to perform repairs will void the warranty. If 
trouble is experienced with this telephone equipment, for repair or warranty, please contact Emcom Systems at  
609-585-5500. If the equipment is causing harm to the telephone network, the telephone company may request that 
you disconnect the equipment until the problem is resolved. 
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